I N:ETI04:3 JIANG SU Winroller Technology Co., Ltd.

drum-roller.com

High-Torque Phi 60 Light Box Conveyor Motor Drive Rollers For Heavy Loads
And Frequent Starts And Stops

Basic Information

o Place of Origin: China Jiangsu
O o Brand Name: Winroller
(- o Certification: CE, ROHS2.0, EMC, ISO9001
=
ny) o Model Number: Winroller High-Torque Phi 60 Light Box
8 Conveyor Motor Drive Rollers
o o Minimum Order Quantity:  1stick
(@
(@) o Price: Contact Us
—
— o Packaging Details: Wooden case
-
g « Delivery Time: 7-15 word days
o o Payment Terms: TT, L/C
(g) o Supply Ability: 1000000/year
~—
o
-}

Product Specification
o Product Name: High-Torque Phi 60 Light Box Conveyor
Motor Drive Rollers

o Diameter: 60mm
- « Voltage: 24V, 48V
o
5 o Power: 40W, 50w, 80W,100w
g o Application: Suitable For Heavy Loads And Frequent
st Starts And Stops
g o Linkage Mode: Multi-wedge Belt , Taper Sleeve,
5 Synchronizing Whee, O Sheave, Sprocket,
» Knurling,Straight Roll, Drum Type
o
3 o Cylinder Length: Customizable
® o Cylinder Material: Galvanizing Of Carbon Steel, Hard
5)- Chromium Plating On Carbon Steel,
z’ Wrapped With Polyurethane Adhesive,
7 Stainless Steel 304, Stainless Steel
) 201,Rubber Gluing, PVC Soft Adhesivo
g' o Cylinder Surface: PVC Soft Adhesivo, Rubber Coating,
3 Knurling
S
)
8
3 More Images
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Product Description

High-Torque Phi 60 Light Box Conveyor Motor Drive Rollers For Heavy Loads
And Frequent Starts And Stops
Function of High-Torque Phi 60 Light Box Conveyor Motor Drive Rollers

Suitable for heavy loads and frequent starts and stops
The output torque 100W with safe voltage 24V or 48V
The structure is stable and can transmit higher torque
Suitable for medium and heavy pallet transportation

Application of High-Torque Phi 60 Light Box Conveyor Motor Drive Rollers

The motorized roller is mainly used for heavy loads and frequent starts and stops, such as straight line conveyor, transverse
conveyor,accumulation conveyor, sorting conveyor and turning conveyor.
There are also more and more movement applications, such as AGV or AMR load equipment

Technical Parameters of High-Torque Phi 60 Light Box Conveyor Motor Drive Rollers

High-Torque Phi 60 Light Box Conveyor Motor Drive Rollers

High-Torque Phi 60
Light Box Conveyor
L Motor Drive Rollers For
Application Heavy Loads And Voltage 24V, 48V
Frequent Starts And
Stops
Power 40W, 50W, 80W,100w | Diameter 60mm
Multi-wedge belt , Taper
Suitable for medium sleeve, Synchronizing whee,
Application and heavy pallet Linkage Mode  |O Sheave, Sprocket,
transportation Knurling,Straight roll, Drum
type
Galvanizing of Carbon Steel,
Hard Chromium Plating On
Cylinder _ _ _ carbon steel, Wrapp_ed with
Length Customizable Cylinder Material |polyurethane adhesive,
Stainless steel 304, Stainless
steel 201,Rubber Gluing, PVC
Soft Adhesivo
. PVC Soft Adhesivo,
SCy""der Rubber Coating, Linear Velocity ~ |1.04-144m/min
urface Knurli
nurling
DGBL&0A Motorized roller characteristic table
E T speed | Standard Enhonced
3 odjustable 51 working systeml{40W) |52 working system(50W)}| 51 working system(80W) |52 working syste (100W)
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NOTE: 3-STAGES OF GEAR REDUCTION 2-5TAGES OF GEAR REDUCTION

51 working system--Suitable for continuous material transfer, such as belt conveyor.

52 working system--Sultable for intermittent material transfer, such os box transfer.

#1. N=0.1kgf, N-m=0.1kgf-m;

# 2. The value of the characteristic table is for reference only;

# 3. At constant speed closed loop control, no load or rated lood, the speed is consistent;

# 4. The speed odjustoble range is 8.7%~100% of the roted speed,;

i 5. Other speeds con be customized:For faster speeds, please refer to DGDD direct drive moterized roller catalog;
# 6. Sprocket drive mode conform this table.; Poly-V belt drive mode single modulor leod 200KG Max.

0 belt mode single modular load 35kg Max.

reminder:

The switch power supply of a single motorized roller should be selected 1.5 times according to the motorized roller power.



B BL60 Model analysis

Qutlet shaft: ¢1: ©15 Opposite hexagon 11
Taill shait: N:M& internal thread
Drive mode: Straight atick
Cylineler material: carbon steel galvanized
Line Speed: 10MMIN (Reterence Characteristic Table)
Simplified Length A and L: 300 MM
Power supply voltage: DC24V
= Motor Power: 40w
Controller Type: Type S Contraller
Roller size type: diameter 60 DC electric drum

BLE0 Optional parameter table

(oceL [ e faowfl e B 2av Jtom @ ool il x J L[Nt Jl N

Roller  Diameter] Power | Gon- | Elegant| speed | Gylinder | Cyiinder material Linkage mode (Outlel end |Taidend shatt
sze ype trgllar | power Iength shaft
Supply
X-Galvanizing of | QMulti-wadge belt c1: o
bon siee # 12hexa-| ¢ 12 hexa-
. 90N 0ppo-| 0on  OpRo—
DGBL | B0 | 40w 24y, |reler- | Cusimizy site sido 11 | site side 11
ance G: Hard chromi=
50W | 100 | 48v able um plating on ZT: Taper sleeve
= carbon steal
sow |om =
[ 6o
1000 | K100 M- P: Wrapped with
ot polyurethane T: Synchronizing whee
H100 adhesive
ters ]
53: Stainless cz cz
staal 304 E: O Sheave M12 hexa-| M12 hexa-

Q0N OpRO-| gon  oppo-
site Side 11 | site Side 11

O Sprocket 9
FPPVC soft M8 internal
kil thread
JG:Siainiess steel g =
304

1:Straght roll

Ofher voltage and drum shape can be customized;
# Spadial requiremants: Dustoroof and waterproof {IP85) —— HS; Brake: slecronic brake or (mechanical brake — Z: Product discharge

8 le produc] discharge) —— AL The
# The material of cone rod is enly (galvanized, stainless steel).




[ conTROL sYSTEM

VECTOR-5100 VECTOR-K100 HEB-100
Comparative item
e
Controller type =R
Heebical Rated DC24V/48V DC20V-65V DCI9V-60V
specification ROWCY;
e e 600 - 6900 1000-4900 600-6900
parameter
Acceleration and (0 il
deceleration range/s 0.39.~ 38 054 0.5-4
Mumber of driving
1 m“ers 1 R —— ._2 i —— el 4 Nl e
+ (Customer free + (Customer free
l:om":;.gon PNP + (internal jumper) Hhcles) chalcs)
+ (Customer free + (Customer free
NPN + (internal jumper) cholce) chalce)
Opegglm od Open loop V' * »
p + (Default closed + (Default closed
Colsed loop v loop) oop)
External analog v (0-10V) %
10 v v Profinet
Control mode EC%TII'T:
Multi-speed 3 speed Tspeed Modbus TCP
R5485 W v
Electronic Broke v x ]
Brake mode Free brake v v ‘/
Servo broke v o v
| wrong OV,
SEREA * true +24V/48V
ERROR-P wrong +24V/48V
: eV C control
Fault output "“’;&"’";ﬁf"‘“' self-adaption
wrong 2V
ERROR INPN connection, %
true 13V,
wrong 2V
[ sLe0Linkage mode
STANDARD TYPE: straightrad

Multi-wedge ball

O Sheave

Pressure O groove

Synchronizing wheel

Sprockal

Taper roller




B BL50 Surface treatment

The standard moded of the electric drum designed by our company is not coverad by glue by default | you need, we can do the glue wrapging

realment The glue surlace has plane, herringbone, diamend patlem, ete; Most specifications can have addiional lunclions; For example,

in diffarent environments, the exposad parts such as shaft and barrel can be made of wear-resistant and corrosive materials, stainless stesl,

efc. Silica gel for food indusiry is food grade. Waterproof roller can be selected for those with waterproof reguirements.

POLYURETHANE ADHESIVE

Excallant wear resistance A

Low temperature resisiance. ozone resistance,
radiation resistance, electrical inswation, good adhesion =
Good cushioning and shock abscrption
Good oil and drug resistance 1
]

BLACK RUBBER

Giood elasticity
Fricgon,
Prevent slipping. protect goods
Reduce noise

PVC SOFT ADHESIVE

Ti e
Weatherability
Electrical insulafion parformance
Low surface tension and low surface energy
Physiclogical inertia

FVG SOFT ADHESIVE

Temperature resistance characterisiics

Weatherability
Electrical insulation performance
Low surface tension and low surface energy

Fhysiological inertia

Mote : It's just the typical technical data for you reference, The specification such as voltage, speed, torque, shaft can be

customized by your needs. Please contact us for more details. Thanks.

Feature Picture of High-Torque Phi 60 Light Box Conveyor Motor Drive Rollers




WIN R=LLER JIANG SU Winroller Technology Co., Ltd.

@ +86 18168399322 e winroller.market@gmail.com @ drum-roller.com

No. 7, Xiye Road, Huishan District, Wuxi City, Jiangsu Province,China
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