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DM113i-3 400V/50Hz PVC Conveyor Belt Drum Motor Roller For High Strength
Light And Medium Duty Conveyors

Basic Information

o Place of Origin: China Jiangsu
O o Brand Name: Winroller
(] o Certification: CE,SGS,IS09001,ROHS,UL
:‘U o Model Number: Winroller DM113i-3 400V/50Hz Conveyor
= Belt Drum Motor Roller
8_ e Minimum Order Quantity:  1stick
(g) o Price: Contact Us
—
=1 o Packaging Details: Wooden case
= « Delivery Time: 7-15 word days
8_ o Payment Terms: TT, L/C
E)’_ o Supply Ability: 1000000/year
=
-}
e Product Name: DM113i-3 400V/50Hz Conveyor Belt Drum
Motor Roller
o Product Diameter: 113mm
« Rated Voltage: 400V
o Motor Frequency: 50Hz
o Linear Velocity: 0.09m/s~ 1.43m/s
o Torque: 9.48N-M~ 81.21N-M
o Material: Galvanised Carbon Steel, 304 Stainless
Steel
o Insulation Level: F
Surface Treatment: Antislip Thread
« Highlight: Conveyor Belt Roller High Strength,

Conveyor Belt Roller Medium Duty,
Medium Duty conveyor drum roller
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Product Description

DM113i-3 400V/50Hz PVC Conveyor Belt Drum Motor Roller For High Strength
Light And Medium Duty Conveyors
Features Overview of DM113i-3 400V/50Hz Conveyor Belt Drum Motor Roller

The DM113i-3 400V/50Hz Conveyor Belt Drum Motor Roller is a powerful, oil-cooled, low-noise electric roller designed for
high-performance and reliable operation in medium-duty conveyor systems with customizable options for various industrial
applications.

Function of DM113i-3 400V/50Hz Conveyor Belt Drum Motor Roller

The DM113i-3 400V/50Hz Conveyor Belt Drum Motor Roller serves as a vital component in conveyor systems, providing
efficient and reliable power to transport goods across various industrial settings. Its robust design, featuring an oil-cooled
motor, ensures optimal performance even under high load conditions, making it ideal for medium-duty applications.

This drum motor operates quietly, minimizing noise pollution in work environments, which is essential for settings such as
packaging and food processing where a quieter operation is required. The drum's customizable length and speed settings
allow for versatility in design, accommodating specific operational needs.
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Additionally, the DM113i-3 is engineered for durability with its high-alloy steel gears and IP66/67 protection rating, ensuring
resistance to dust and water ingress. This makes it suitable for harsh operating conditions, further enhancing its reliability and
longevity in demanding applications. With easy installation and maintenance, the DM113i-3 is an excellent choice for industries
looking to optimize their material handling processes.

Application of DM113i-3 400V/50Hz Conveyor Belt Drum Motor Roller

Material Handling: Commonly used in conveyor systems for transporting products in warehouses, distribution centers, and
manufacturing facilities, ensuring smooth and efficient material movement.

Packaging Industry: Employed in packaging lines for moving packaged goods, enabling seamless integration into automated
systems while maintaining low noise levels.

Food Processing: Suitable for use in food handling and processing applications, thanks to its food-grade stainless steel
options and reliable performance under hygienic conditions.

Pharmaceuticals: Utilized in pharmaceutical production lines for transporting sensitive products while ensuring compliance
with cleanliness standards and operational efficiency.

Airport Systems: Implemented in airport check-in and baggage handling systems, providing reliable operation for the
movement of luggage and other items.

Recycling and Waste Management: Applied in conveyor systems for sorting and transporting recyclable materials,
enhancing the efficiency of waste management processes.

Textile Industry: Used in textile production facilities to move raw materials and finished products along production lines,
ensuring timely and efficient workflow.

Technical Parameters of DM113i-3 400V/50Hz Conveyor Belt Drum Motor Roller

DM113i-3 400V/50Hz Conveyor Belt Drum Motor Roller
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DM113i-3 400V/50Hz Conveyor Belt Product
Application Drum Motor Roller for small conveyor, Diameter 113mm
high-load cycle, airport check-in conveyor
Rated Voltage |400V Motor 50Hz
requency
304 stainless
Li . . steel,
inear Velocity|0.09m/s~ 1.43m/s Material .
Galvanised
carbon steel
Torque 9.48N-M~ 81.21N-M SITEED Antislip thread
treatment




. QOutline dimensions of oil-cooled electric drum

AL = Referenca length/Order length * (incuding capping)
EL = Installation length
AGL is the total length of the axis.

With the minimum cylinder length and weight as the standard, the weight of the electric drum will increase by about 3.8kg for every 100
mm of cylinder length.




. Roller characteristics
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Maote : It's just the typical technical data for you reference, The specification such as voltage, speed, torque, shalt can be
customized by your needs. Please contact us for more details. Thanks.

Feature Picture of DM113i-3 400V/50Hz Conveyor Belt Drum Motor Roller




WIN R=LLER JIANG SU Winroller Technology Co., Ltd.

e +86 18168399322 e winroller.market@gmail.com @ drum-roller.com



No. 7, Xiye Road, Huishan District, Wuxi City, Jiangsu Province,China
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