LLLLEARRAY JIANG SU Winroller Technology Co., Ltd.

drum-roller.com

AC Motor 3pH380V Sprocket Pallet Conveyor Roller For Heavy

Load
Basic Information

e Place of Origin: China Jiangsu
O e Brand Name: Winroller
S; o Certification: CE, ROHS2.0, EMC, ISO9001
;U e Model Number: Winroller Diameter AC Motor 3pH380V
8_ Sprocket Drive Roller
g e Minimum Order 1stick
— a
s Quantity:
-
= e Price: Contact Us
(@]
CC)_ e Packaging Details: Wooden case
Q o Delivery Time: 7-15 word days
g e Payment Terms: TT, L/C

o Supply Ability: 1000000/year
- Product Specification
o
3
g e Product Name: AC Motor 3pH380V Sprocket Drive Roller
g e Motor Type: AC Asynchronous Geared Motor
a
ﬁ o Material: Galvanized Carbon Steel, Stainless Steel
[72]
'% o Voltage: 1ph220V , 3ph220V , 3ph380V
[
@ e Maximum Load: 3000kg
<
gj e Protection Class: P66 / 1P67
§ e Ambient Temperature: -5° C To + 40°C
3 e Product Category: Motor Drive Roller
c
3 e Line Speed: 7~70m/min
o .
> e Highlight: pallet conveyor roller Heavy Load,
§ Heavy Load Sprocket Conveyor Roller,
3 3pH380V Pallet Conveyor Roller
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Product Description

AC Motor 3pH380V Sprocket Drive Roller For Heavy Load Pallet Conveyor

Product Description:

The DGAC76 AC Chain Wheel Electric Roller is engineered for heavy-duty performance, boasting a 76mm diameter and the ability to
drive pallets weighing up to 3000kg. With a maximum power output of 300W, this roller is equipped with a durable multi-stage planetary
gear system, providing reliable torque and efficiency. Customers can choose between a high-performance AC asynchronous motor or a
brushless DC motor, catering to various cost and performance needs.

Designed for versatility, the DGAC76 offers adjustable linear speeds from 7 to 70m/min, making it ideal for a range of applications in
logistics and manufacturing. Constructed from galvanized carbon steel or stainless steel, this roller can be customized with various
surface coatings, including food-grade silicone, ensuring compliance with industry standards.

Additionally, the DGAC76 features an intelligent control card that enables seamless plug-and-play network control, streamlining
installation and reducing maintenance requirements. This compact and user-friendly design not only optimizes space but also enhances
the overall aesthetic of any operational setup. Whether for food processing or heavy industrial use, the DGAC76 delivers exceptional
reliability and performance.

Features:

Product Name: AC Motor 3pH380V Sprocket Drive Roller For Heavy Load Pallet Conveyor
Product Category: Motor Drive Roller

Electric Motor Drive Roller

Line Speed: 7~70m/min

Capable of driving 3 tons of tray

Heavy load

Pallet Conveyor Roller

Technical Parameters:

Product Category Motor Drive Roller

Material Galvanized carbon steel, stainless steel
Maximum Load 3000kg

Voltage 1ph220V , 3ph220V , 3ph380V
Surface Treatment Zinc Plating

Power 50W / 80W

Voltage 1ph220V , 3ph220V , 3ph380V

Line Speed 7~70m/min

Protection Class P66 / IP67

Ambient Temperature -5° Cto + 40°C

Features Heavy load, capable of driving 3 tons of tray

This is a Electric Motor Drive Roller, Pallet Conveyor Roller.

Applications:

Logistics and Warehousing: Ideal for pallet transport in automated sorting and distribution centers, enhancing efficiency in material
handling.

Food Processing: Equipped with food-grade silicone options, it meets hygiene standards for transporting food products in processing
plants.

Manufacturing: Supports heavy-duty production lines, facilitating the movement of large components and finished goods.

Packaging Industry: Effective for use in packaging machinery, ensuring smooth transfer of products during packing operations.
Pharmaceuticals: Used in pharmaceutical facilities for the safe transport of sensitive products, adhering to strict cleanliness standards.
Retail and E-commerce: Facilitates fast and efficient movement of goods in fulfillment centers, improving order processing times.




Support and Services:

Our Pallet Conveyor Rollers are designed for heavy-duty use in industrial settings. We offer technical support and services to ensure that
our customers get the most out of their purchase. Our team of experts can provide guidance on installation, maintenance, and
troubleshooting to keep your conveyor system running smoothly. In addition, we offer customization services to ensure that the rollers are
tailored to your specific needs. Contact us for more information on our technical support and services.

Packing and Shipping:

Product Packaging:

Box Conveyor Rollers are packaged in sturdy cardboard boxes to ensure safe transportation and delivery.
The rollers are individually wrapped in plastic to prevent scratches and damage during transit.

Shipping:

Orders for Box Conveyor Rollers are typically processed and shipped within 2-3 business days.

We offer standard shipping via ground delivery, which usually takes 5-7 business days to arrive.
Expedited shipping options are also available for an additional fee.

Customers will receive a tracking number via email once their order has shipped.

FAQ:

Q1: What is the brand name of the product?

A1: The brand name of the product is Winroller.

Q2: What is the model number of the product?

A2: The model number of the product is Winroller AC Motor 3pH380V Sprocket Drive Roller For Heavy Load Pallet Conveyor
Q3: What certifications does the product have?

A3: The product is certified by CE, ROHS2.0, EMC, and ISO9001.

Q4: Where is the product made?

A4: The product is made in China Jiangsu.

Q5: What is the minimum order quantity for the product?

A5: The minimum order quantity for the product is 1 stick. Please contact us for pricing.
Q6: What are the payment terms accepted for the product?

AB6: The payment terms accepted for the product are TT and L/C.

Q7: What is the supply ability of the product?

A7: The supply ability of the product is 1000000/year.

Q8: What is the delivery time for the product?

A8: The delivery time for the product is 7-15 word days.

Q9: How is the product packaged?

A9: The product is packaged in a wooden case.

High-torque electric roller -Common sprocket drive

Can drive 3 tons of pallets

Brand: wnrofier

Typa:  Heavy Pallet Drum Motors

Dimensions. 7TEmm in dameler

matanal : By dafault, carbon stesl 15 palvanizad, and stainlass steel can be customized according to reqursmants

Featsres: heavy load, capable of diving 3 tons of ray




Motar type

Linaar speed (mimin)

Internal thredielastic

shaft

I Ac76 Mechanical Parameters-HBP

Straight rall

AL = Referance length/Order langth * (including capming)
EL = Installagon langth
AGL is the total length of the axis.

HEBP -

-0

High tarcue type

Tail shalt

UNIT: mem

Single phasa motorHBP-— High forque type | Three-phasa motor HEP— High taraue tme

z RATED
g SPEED capacitance: uf PHROVPHIS0Y
- (RATED) Rated power: SOW Rated powee: B0W
%
S TOROUE (Nm]  TRACTION (N | TORGUE {Nm ) TRACTION (N |

minin | s tnin RATED | START | RATED | START | RATED | START | RATED | START
7 s 0110 | 2rees | 1706 | 3976 | 4as02 | toaem| 2ra | san | 7ezo0 | 2aveas
8 818 0136 | 34278 | 1286 | 3230 | 38483 | 85004 | 2220 | 7646 | sasez | 2mziz
10| 1007 | ode8 | 42187 | 1126 | 2625 | 20642 | 600.66 | 1811 | 6212 | a7eea | 163485
12| 1825 | o2 | 5551 856 | 1994 | 22528 | 5049 1377 | 3208 | 3s224 | 124248
17| 174 o291 | TAOE | 651 | 1516 | 17021 | 30863 | 1046 | 3588 | pysag | sadzs
23 | 288 0393 | 83170 | 484 | 182 | 13092 | 30318 | 785 | 2727 | posza | MvEE
27 | 2880 | 043 | 1468 427 | 9@4 | 11228 | 26188 | ese | 233 | jmoso | €191
33 | sere | oses | 1avss| 347 | sos | ;e | moess | ss7 | 1m0z | jeees | 50209
40 | ao2s | o672 | tesesz| 282 | 656 | 7401 | 17267 | 453 | 1553 | 11946 | 4087
53| 5301 | o8s4 | 214 214 | 499 | se32 | 13123 | 34 1180 | oose | 1062
70 | eore | 1163 | zezaeal 163 | a7e | 4280 | vava | z2e2 | eo7 BRE3 | 206.07

B AG76 Model analysis

- Simplilied Lengh R and L 350 mm
- Line Speed 10MMIN (Rederence Charactenstic Tatle)

. ACT6 Optional parameter table-HBP

[ 7s [ nep J ¢+ [[sPrizeov fontim EEEE EEEE

Drive mode: Swaight slick
Cylinder material; carbon steel galvanized

Waltage: 1PH220V
Mgior Power: HBP

- Roller size type: Diameter 76 AG electric rollar

- Dullet shaltC3: M20 * 1.5 hexagonal opposile side 17.3
Tail shatCa: & 20 Haxagon opposite side 17.3




Roller  Diametr| Powsr | Can- | Elegant| speed |Cylinder| Cylinder material Linkage made Outet end |Tailend shaft
size tyne frolier | power length shal
sugply
HZ HX

D 1500~ | ® 15 Dou-
ble-sided ble-sided

milina 11 | millina 11
paac | 76 M PNooon-hipHzaov) e |ecm
tHigh  firolter woh
erque Lo
oa)
L
[AFH3a0V
[AGTE-
Mo Cx C4:
el M20°1.5  [Hexagon
i Hexagon  |opposite sida
opposite sdef17.3
wiorn)
A I:S'Hmm . .
53: Staniess
steal 304
U:Drum type N2
S2:Stairkess sinel Miz: inian
201 nal thread
JT:Rubber .
JZ:Gluing
Ni:
JPPVC solt ME miemal
adhesive thread

Other valtages and ralier shapes can be customized
# Bpacal requiremants. dustproot and waterproof (IFES) - HE; Brake (machanical brake) - Z
TEHAS has no single-phase voltape

. AC76 Surface treatment

moded of he ar aur pany is not glue by default. It you need, we can do the glee wiapging
‘wreatment. The gue surface has plane, hemingbane, diamond pattem, et Most specifications can have addfional funcions, For example,
in different L] 18 such ag shalt can be made of wear-resistant and comosive malerials, stainless siee,

@i, Silica gal for food industry is food prade. Waterprood rofler can be selacted for fose with waterproof requirements.

POLYURETHANE ADHESIVE PVC SOFT ADHESIVE
Excallent wesr resistance . _ BaNG
radiation resistance, sloctrical insulation, good adnesion Eincrical insulason perlormanca
i daktei ot ok Lt motacs el i o vl )
Good oil and drug resistance Physiologieal inarta
BLACK RUBBER PVC SOFT ADHESIVE
Goad slasticity

Reduce

Mole : It's just the typleal technical data for you reference, The specification such as voltage. speed. torque, shalt can be
cusiomized by your needs. Please contact us for more details, Thanks.

WIN R<:LLER JIANG SU Winroller Technology Co., Ltd.

e +86 18168399322 e winroller.market@gmail.com @ drum-roller.com

No. 7, Xiye Road, Huishan District, Wuxi City, Jiangsu Province,China
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