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Basic Information

China Jiangsu

Winroller

CE, ROHS2.0, EMC, ISO9001

Winroller Φ ​50 High Speed Motor Drive Roller
Maximum Load 200kg Rated Speed 1-
95.4m/Min

1stick

Contact Us

Wooden case

7-15 word days

TT, L/C

1000000/year

Product Specification

Φ ​50 High Speed Motor Drive Roller
Maximum Load 200kg Rated Speed 1-
95.4m/MinΦ ​50 High Speed Motor Drive
Roller Maximum Load 200kg Rated Speed 1-
95.4m/Min

50mm

200kg

Steel, Galvanizedistainless Steel (SUS304)

P66 / IP67

-5�~+40�

3.3A ( 24V ) , 6.12A ( 48V )

3.0A ( 24V ) , 5.0A ( 48V )

Motor Drive Roller Load 200kg, 
Motor Drive Roller 95.4m/min, 
Load 200kg motor conveyor roller
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Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order
Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Product Name:

Diameter:

Maximum Load:

Pipe:

Protection Class:

Ambient Temperature:

Rated Current:

Starting Current:

Highlight:

JIANG SU Winroller Technology Co., Ltd.
drum-roller.com
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Product Description

Φ ​50 High Speed Motor Drive Roller Maximum Load 200kg Rated Speed 1-95.4m/min

Product Description:
Our Drive Motorized Roller boasts a powerful 40W or 80W motor, making it ideal for heavy-duty applications. It can easily handle a
maximum load of 200kg, ensuring efficient and reliable transportation of your products.
The Box Conveyor Rollers are also designed to withstand a wide range of ambient temperatures, making them suitable for use in various
industries. With an operating temperature range of -5�~+40�, they are perfect for use in warehouses, factories, and other industrial
settings.
In addition to its impressive power and temperature capabilities, the Box Conveyor Rollers are also designed with durability in mind. The
rollers are zinc-plated, providing excellent protection against rust and corrosion. This surface treatment ensures that you can rely on our
rollers for long-term use, even in harsh environments.
Our Box Conveyor Rollers are available in a variety of cylinder lengths, with options available for cylinders longer than 200mm. This
ensures that you can find the perfect roller size for your specific application.
In summary, our Box Conveyor Rollers product is a top-of-the-line solution for businesses looking to optimize their transportation
operations. With its Motor Powered Drive Roller, powerful electric motor, and durable zinc-plated design, it can handle heavy loads and
withstand harsh environments. So, invest in our Box Conveyor Rollers today and experience efficient and reliable transportation for your
products.
 

Features:
Product Name: Box Conveyor Rollers
Power: 40W / 80W
Ambient Temperature: -5�~+40�
Starting Current: 3.0A ( 24V ) , 5.0A ( 48V )
Maximum Load: 200kg
Dimensions: 50mm In Diameter
Motor Drive Drum Roller
Electric Motor Drive Roller
Drive Motorized Roller
 

Technical Parameters:

Technical
Parameters

Values

Product Name
DC48V Brushless Motor Drive Steel Roller With Alloy Synchronized Wheel For Conveyor
Systems

Product Category Roller with Motor Drive

Material Carbon Steel

Motor Type DC Brushless Gear Deceleration Motor Drum

Power 40W / 80W

Voltage 24V / 48V

Starting Current 3.0A (24V), 5.0A (48V)

Rated Current 3.3A (24V), 6.12A (48V)

Rated Speed 1~95.4m/min

Protection Class P66 / IP67

 

Applications:
The Motor Drive Drum Roller is designed to provide motorized support for heavy loads, making it ideal for use in factories and
warehouses. The motor powered drive roller can be used in conjunction with other conveyor systems to ensure that products are moved
smoothly and efficiently throughout the production process. It is also suitable for use in packaging and shipping facilities, where it can help
to streamline the handling and distribution of goods.
The Drive Motorized Roller is available in a range of pipe materials, including steel, galvanizedistainless steel (SUS304), and comes with
zinc plating surface treatment for added durability. The product is designed to operate within an ambient temperature range of -5�~+40�,
making it suitable for use in a variety of different environments.
The Winroller Diameter Φ50 PVC Taper Sleeve Motorized Conveyor Drive Roller has a protection class of P66 / IP67, ensuring that it is
protected against dust, water, and other external elements. The product is also equipped with a DC brushless gear deceleration motor
drum, which provides reliable and efficient power to help move heavy loads.
When you purchase this product, you can expect a minimum order quantity of 1 stick, with delivery times of between 7-15 word days. The
product is supplied in wooden cases for added protection during shipping. Payment terms for this product include TT and L/C, and the
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supply ability is 1000000/year.
In conclusion, the Winroller Diameter Φ50 PVC Taper Sleeve Motorized Conveyor Drive Roller is a high-quality product that is suitable for
a range of product application occasions and scenarios. Whether you are looking to streamline your production line, or simply need a
reliable and efficient conveyor system, this product is the perfect choice.
 

Support and Services:
Our Box Conveyor Rollers are designed to provide smooth and efficient movement of boxes and other materials along the conveyor line.
We offer technical support and services to ensure that our customers can maximize the performance and longevity of their conveyor
systems.
Our team of experts can provide assistance with installation, maintenance, and troubleshooting of the Box Conveyor Rollers. We also
offer training programs to help operators and maintenance personnel operate and maintain the conveyor system safely and efficiently.
In addition, we offer customization services to meet unique customer requirements. Our engineers can work with customers to design and
manufacture Box Conveyor Rollers that are tailored to their specific needs and applications.
 

Packing and Shipping:
Product Packaging: Each box conveyor roller will be carefully packed using high-quality materials to ensure that they arrive at your facility
in perfect condition. The rollers will be securely placed in a sturdy box and cushioned with protective materials to prevent any damage
during shipping.
Shipping: We offer fast and reliable shipping options for our box conveyor rollers. Once your order is processed, we will ship the rollers to
your facility within the specified timeframe. Our shipping partners are trusted carriers that ensure timely and safe delivery of your order.
 

FAQ:
Q1: What is the brand name of the Box Conveyor Rollers? 
A1: The brand name of the Box Conveyor Rollers is Winroller.
Q2: What is the model number of the Box Conveyor Rollers? 
A2: The model number of the Box Conveyor Rollers is Winroller Φ ​50 High Speed Motor Drive Roller Maximum Load 200kg Rated Speed
1-95.4m/min.
Q3: What certifications does the Box Conveyor Rollers have? 
A3: The Box Conveyor Rollers has CE, ROHS2.0, EMC, and ISO9001 certifications.
Q4: Where is the Box Conveyor Rollers manufactured? 
A4: The Box Conveyor Rollers is manufactured in China Jiangsu.
Q5: What is the minimum order quantity and payment terms for the Box Conveyor Rollers? 
A5: The minimum order quantity for the Box Conveyor Rollers is 1 stick and the payment terms are TT and L/C. The price and delivery
time can be obtained by contacting us. The supply ability is 1000000/year and the packaging details are wooden case.
 









 



 +86 18168399322  winroller.market@gmail.com  drum-roller.com

No. 7, Xiye Road, Huishan District, Wuxi City, Jiangsu Province,China

JIANG SU Winroller Technology Co., Ltd.
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